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CONIN Cbm IMPIANTI SEMOVENTI SERIE FV
NORD  cRAWLER MOBILE JAW CRUSHING PLANTI TYPE FV

Gli impianti di frantumazione semoventi, serie FV, sono realizzati per rispondere alle richieste di cantieri che necessitano di poter effettuare spostamenti veloci ed autonomi, senza pero rinunciare
allimpiego di un vero frantoio primario.

L'estrema versatilita della serie FV permette a queste macchine di essere impiegate nelle pit svariate situazioni con facilita d'impiego ed elevata resa finale.
Limpianto & servito da un gr. elettrogeno, che alimenta le varie utenze e la centrale idraulica del sottocarro cingolato, azionato con comandi proporzionali glettrici, 0 su richiesta con radiocomando
per la massima versatilita in cantiere. |

Sempre con radiocomando viene azionato I'alimentatore “Grizzly” che provvede ad alimentare il frantoio primario e a prevagliare lo scarto fine.

La macchina pud essere completata con il nastro trasportatore per lo stoccaggio dello scarto fine, quando non deve essere mescolato al frantumato, e con il deferizzatore magnetico a nastro, per
I'estrazione delle parti ferrose presenti nell'inerte frantumato, quando si devono trattare materiali provenienti da demolizioni ‘

FV series self-propelled crushers units are built to respond to the demands of work sites requiring the rapid and autonomous transportation of material without, however, making do without the
advantages of a real primary crusher. ‘
The extreme versatility of the FV series means that they can be operated in the widest possible variety of conditions easily and with excellent productivity.
The machine is served by a generator powering the various utilities and the hydraulic unit of the tracked under-trolley, which is operated by a group of propottional electric controls or, for maximum
on-site versatility, by optional radio remote control. i
The “Grizzly” feeder is also operated by radio remote control, and feeds the primary crusher and pre-sifts the fine waste. ,
The machine can also be equipped with a conveyor belt for collecting the fine waste when it is not to be mixed with the crushed material, and with a magnetic belt fed deferiser, for the extraction of
ferrous matter in the inert crushed material, when materials from demolition sites are being processed. \




Mod. FV 800 FV 900 FV 1000 FV 1200
e 780580 mm 900x580 mm 980x780 mm 11801000 mm
eyl 45/100 mm 45/120 mm 65/140 mm 100/200 mm
o reghou capacity | 60/150 ton/h 70/160 tonh 100/250 ton/h 150/350 ton/h
H:E‘;g?'g:;gg?ﬁ,’ d capacita 5me 5me 6 mc 8 me
¥;5,:’s§g:‘ffvgiﬂ't’"a' 27.000 kg* 30.000 kg* 38,000 kg* 55.000 kg*
g’ibgg’,‘},’gﬁg,';‘t'm 135 kVA 135 KVA 164 KVA 235 kVA

A 15m 1,8m 12,0m 138 m (125 m)
B 25m 25m 25m 3,0m
C 31m 3.2m 3.3m 3,5m
D 33m 3,6m 35m 43m
E 95m 95m 95m 10,0m
F 14,0m 145m 145m 173m
* Peso senza optional  * Weight without optionals
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